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IN THE UNITED STATES PATENT AND TRADEMARK OFFICE 

IN RE THE APPLICATION OF: ) 

SERIAL NO. To Be Assigned ) 

FILED: Herewith ) 

FOR: Method For Convolution Of Signal Or ) 
Image Data ) 



Honorable Director of 
Patents & Trademarks 
Washington, D.C. 20231 

Dear Sir: 

The present application is the national filing of international application number 
PCT/GBOO/00762. Before calculation of the national filing fee for the United States, is requested 
that the application be amended as follows: 
In the claims 

Amend claims 4, 7 - 9, 11, 13 and 14 as follows: 
4. (Amended) A method according to claim 2 , in which each set of groups hierarchically 
arranged, which the members of each group at the bottom level of each hierarchical set being 
constituted by the data elements of that set, and the members of the or each group in the or each 
higher level being constituted by groups from the level below, so that, the higher a group in the 
hierarchy, the larger the number of data elements it contains. 



] hereby certify that this correspondence is being deposited with 
the United States Postal Service as first class mail in an envelope 
addressed to " Director of Patents and Trademarks. Washington, 
D.C. 20231, " on September 12. 2001 



Name of person sigijing: Linda Mueller 




AMENDMENT ACCOMPANYINQ^PPLICATION 



7. (Amended) A method according to claim 1 , in which said representative variance values 
for any given group may comprise the difference between the maximum and minimum values of the 
data elements contained therein, and the elements contained in the group are all treated as being of 
the same value, equivalent to their average, for the convolution calculations if the difference is lass 
than a threshold. 

8. (Amended) A method according to claim 1 , in which the representative variance values for 
each group comprise the maximum and minimum values of data elements contained thereby, and 
the elements of each group in any group pair combination are all treated as having the same value, 
the average value, if the difference between the products of the maximum values and the products 
of the minimum values of the two groups is below a threshold. 

9. (Amended) A method according to claim 7, in which the input data set is 
representative of an image, and in which the threshold is that value below which there would be no 
perceivable variation in the portion of the output data created by convolving the two groups. 

1 1 . (Amended) A method according to claim 1 , in which for each pair combination of sets for 
which it has been determined that convolution calculations based on average values would not differ 
significantly from calculations based on the individual values of the data elements contained in those 
groups, the method includes a further step of treating the value of all elements in both groups as zero 
if the products of the average for the two groups is below a given threshold. 



1 3 . (Amended) A method according to claim 1 , in which only a region of the output data set is 
required, and the method preferably includes the additional step of determining which of the groups 
contain data elements, the convolution calculations on which will produce a result outside said 
region in the output data set, and discarding those groups. 



The above amendments are being made in order to eliminate multiple dependency and 
improper multiple dependency from the application, as well as correct a noted error in claim 14. 
Should any multiple dependency remain in the application after this amendment, that is unintended, 
and the Patent and Trademark Office is requested to cancel any remaining multiple dependent claims 
without prejudice before calculation of the application filing fee. 

Examination of the application on its merits is awaited. 



14. (Amended) A method according to claim 13, in which said additional step is performed 



before step (c). 



REMARKS 



Respectfully submitted,p 
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William M. Lee, Jr. ^ ( 
Registration No. 26,935 
Lee, Mann, Smith, McWilliams, 
Sweeney & Ohlson 
P.O.Box 2786 

Chicago, Illinois 60690-2786 
(312) 368-6620 
(312)368-0034 (fax) 
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VERSION WITH MARKINGS TO SHOW CHANGES MADE 
4. (Amended) A method according to claim 2 [or claim 3], in which each set of groups 
hierarchically arranged, which the members of each group at the bottom level of each hierarchical 
set being constituted by the data elements of that set, and the members of the or each group in the 
or each higher level being constituted by groups from the level below, so that, the higher a group in 
the hierarchy, the larger the number of data elements it contains. 

7. (Amended) A method according to [any of the preceding claims] claim 1 , in which said 
representative variance values for any given group may comprise the difference between the 
maximum and minimum values of the data elements contained therein, and the elements contained 
in the group are all treated as being of the same value, equivalent to their average, for the 
convolution calculations if the difference is lass than a threshold. 

8 . (Amended) A method according to [any of claims 1 to 6] claim 1 . in which the representative 
variance values for each group comprise the maximum and minimum values of data elements 
contained thereby, and the elements of each group in any group pair combination are all treated as 
having the same value, the average value, if the difference between the products of the maximum 
values and the products of the minimum values of the two groups is below a threshold. 

9. (Amended) A method according to claim 7 [or claim 8], in which the input data set is 
representative of an image, and in which the threshold is that value below which there would be no 
perceivable variation in the portion of the output data created by convolving the two groups. 



1 1 . (Amended) A method according to [any of the preceding claims] claim 1 , in which for each 
pair combination of sets for which it has been determined that convolution calculations based on 
average values would not differ significantly from calculations based on the individual values of the 
data elements contained in those groups, the method includes a further step of treating the value of 
all elements in both groups as zero if the products of the average for the two groups is below a given 
threshold. 

1 3 . (Amended) A method according to [any of the preceding claims] claim 1 , in which only a 
region of the output data set is required, and the method preferably includes the additional step of 
determining which of the groups contain data elements, the convolution calculations on which will 
produce a result outside said region in the output data set, and discarding those groups. 

14. (Amended) A method according to claim 13, in which said additional [this] step is performed 
before step (c). 
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WO 00/55758 PCT/GBOO/00762 



TITLE; Method for Convolution of Signal or Image Data 



Field of the Invention 

This invention relates to a method of convolving an input data 
set with a further data set to produce an output data set . The 
method is particularly, but not exclusively, applicable to 
image processing in which a data set constituting an image is 
convolved with a further data set (which may act as a filter) . 

Background to the Invention 

Convolution is a useful computational technique, which is used 
in many signal and/or image processing applications . For all 
combinations of two data elements, one from each set, the 
products of the values of the two data elements are found and 
the positions of the elements in the two sets are used to map 
the resultant data into an output data set. The technique may 
be used, for example, to simulate certain photographic effects 
in a computer generated image, for example lens blooming and 
internal reflections . 

Certain methods directly find the products of all possible 
combinations of data 'from the two sets. These methods can be 
ve3ry slow particularly for large data sets, as would generally 
be involved with image processing. 

The convolution process can be accelerated using Fourier 
Transform methods by which the data sets are transformed into 
the frequency domain and then convolved, for example by the 
Fast Fourier Transform (FFT) method. However, such techniques 
can still nevertheless be time consuming, and can require a 
considerable amount of temporary data storage to be available 
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in the apparatus performing the convolution. 

It has also been found that even if one of the data input sets 
is sparse (i.e. has lots of zero-valued elements or elements 
with very small values) either of the above techniques can 
still be time consuming. 

Sxmanarv of the Invention 

According to the present invention, there is provided a method 
of convolving an input data set with a further data set, each 
of the sets containing a plurality of data elements, performing 
convolution calculations mathematically to combine the values 
of the data elements of the two sets and to map the results 
into an output data set, the method comprising the steps of: 

(a) Arranging the elements of each of the input and 
further data sets into a respective set of groups; 

(b) For each group, obtaining an average of the values 
of the data elements contained in that group and obtaining at 
least one variance value representative of the range of values 
of those elements; 

(c) Determining for which, if any, pair combination of 
groups, one from each set, the results of convolution 
calculations based on average values for at least one of the 
groups in the pair would not differ significantly from the 
results of convolution calculations based on the individual 
values of the data elements contained in both groups of the 
pair, and using the average value or values in the convolution 
calculations for the combinations of data elements for those 
pairs by treating the values of all the data elements in the 
or both groups as being constant and substantially equivalent 
to the average value for their group; 

(d) Basing the convolution calculations for the remaining 
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pair of combinations of groups, if any, on the individual 
values of data elements contained therein. 

Thus, the invention determines whether the elements contained 
in a given group can be represented as having the same value 
for the purposes of the convolution calculations. If they can, 
this reduces the amount of computation need to perform the 
calculations since the individual data values from the group 
concerned do not have to be read at least for those 
calculations. Furthermore, if both groups in a given pair can 
be represented by average values, the product value only has 
to be calculated once in the convolution of the data from those 
two groups. 

The invention thus provides a way of finding suitable 
approximations for values of certain data elements in order to 
reduce the amount of data which has to be processed in the 
convolution calculations. The invention therefore achieves an 
approximate convolution to an acceptable level of accuracy. 

Preferably, the input data set comprises a representation of 
a perceivable subject and may thus, for example, form at least 
part of an image or an audio signal. However, the invention 
is particularly applicable to an input data set representative 
of an image (each data element corresponding to a respective 
image pixel, with the value of that element corresponding to 
colour or brightness of the pixel) . Thus, the invention can 
provide a method of processing an image signal by convolving 
the image data carried thereby with a further data set. 

Preferably, each set of groups is hierarchically arranged, with 
the members of each group at the bottom level of each 
hierarchical set being constituted by the data elements of that 
set, and the members of the or each group in the or each higher 
level being constituted by groups from the level below, so 
that, the higher a group in the hierarchy, the larger the 
number of data elements it contains {either directly or through 



wo 00/55758 



PCT/GBOO/00762 



4 

containment of other groups from lower levels) . 

Preferably, in step (c) the groups of each hierarchical set are 
considered in descending order so that any given pair of groups 
is analysed in accordance with step (c) only if it has been 
determined that average values for the higher level groups, 
which contain the members of that given pair, are not to be 
used. 

This provides an effective way of determining whether average 
values can be used in respect of large proportions of the data 
sets at a relatively early stage of the convolution method. 

If the input data set constitutes an image, the groups can 
correspond to regions and sub-regions (each contained in a 
region) of the image so that the higher the group in the 
hierarchy the larger the region it represents. 

Said representative variance values for any given group may 
comprise the difference between the maximum and minimum values 
of the data elements contained therein, in which case it can 
be determined whether the elements contained in the group can 
all be treated as being of the same value, equivalent to their 
average, for the convolution calculations if the difference is 
less than a given threshold. 

Preferably, however, the representative variance values for 
each group comprise < the maximum and minimum values of data 
elements contained thereby, and the elements of each group in 
any group pair combination are all treated as having the same 
value {i.e. the average value) if the difference between the 
products of the maximum values and the products of the minimum 
values of the two groups is below a given threshold. 

In the case of image data, the threshold may be that value 
below which there would be no perceivable variation in the 
portion of the output data created by convolving the two 
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groups . 

Preferably, for image data, the method includes the step of 
modifying said threshold, after the data sets have been 
partially convolved, independent on the portions of the output 
data set already created by the partial convolution. For 
example, the threshold may be raised where the output for a 
given group is to be situated adjacent a portion of the output 
image which has already been determined and is relatively 
bright, or is of maximum brightness. 

Preferably, for each pair combination of sets for which it has 
been determined that convolution calculations based on average 
values would not differ significantly from calculations based 
on the individual values of the data elements contained in 
those groups, the method includes a further step of treating 
the value of all the elements in both groups as zero if the 
products of the averages for the two groups is below a given 
threshold . 

Preferably, this threshold can also be modified in response to 
output data already obtained in a similar fashion to that in 
which the threshold which is applied in relation to the 
variance values can be modified. 

If only a region of the output data set is required, the method 
preferably includes the additional step of determining which 
of the groups contain data elements, the convolution 
calculations on which will produce a result outside said region 
in the output data set, and discarding those groups. 

Preferably, this step is performed before step (c) above. 

It will be appreciated that the method of the present invention 
can significantly expedite convolution of two image data sets 
where at least one of the sets has relatively large areas of 
uniform brightness/colour (depending upon the values being 
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convolved) or large areas of zero intensity) . Also, the 
discarding of certain groups as discussed above can 
significantly reduce the amount of processing required for the 
convolution, and is a step which is not possible where Fourier 
methods are used, since the latter require the transformation 
into the frequency domain of both the input and further data 
sets in their entirety. 

Brief Description of the Drawings 

The invention will now be described, by way of example only, 
with reference to the accompanying drawings, in which: 

Figure 1 is a schematic diagram showing two one -dimensional 
data sets (in simplified form) which may be convolved by a 
method in accordance with the invention; 

Figure 2 is a schematic diagram showing how two other one- 
dimensional data sets (which are to be convolved in accordance 
with the present invention) can be arranged into two 
hierarchical sets of groups; 

Figure 3 illustrates the contribution made by the convolution 
of selected portions of the two data sets in Figure 2 to the 
output data set for the convolution; 

Figure 4 illustrates data which is stored in respect of each 
of the groups illustrated in Figure 2 ; and 

Figure 5 is a diagram (similar to Figure 1) showing three data 
sets, one having been formed by the convolution of the other 
two. 

Detailed Description 



Figure 1 shows two data sets, represented as two columns of 
boxes. One of those columns, column generally referenced 1, 
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represents an input data set for a line of an image. Each 
individual box in the column represents a pixel in that line, 
and the numerical value contained in the box is representative 
of the brightness intensity level of the pixel, whilst the 
position of the box in the data set is related to the position 
of the pixel in the image line. It will be appreciated that 
the data set has been greatly simplified by only showing a 
relatively small number of pixels. In reality, the line of the 
image would contain several hundred pixels, and a column with 
a corresponding number of boxes would be needed to represent 
such a line. 

Column 2 represents a further data set which acts as a kernel 
of the convolution to be performed on the input data set. Like 
the input data set 1, the kernel corresponds to a line of an 
image of a "filter" to be applied to the data set 1. The 
numbers inside the boxes in the column of the data set 2 
therefore correspond to pixel intensities, as is the case with 
the input data set. However, the relative position of each box 
in the further data set 2 provides a displacement function 
which will be discussed in more detail in relation to Figures 
2 and 3 . 

As with the input data set 1, the data set 2 has been greatly 
simplified and would, in reality, have a much larger number of 
individual elements. 

The convolution function involves obtaining the products of 
each data element of the input data set 1 with all the data 
elements of the data set 2, mapping those products into 
positions in an output data set. If a plurality of products 
are mapped into the same position in the output set, their sum 
is also found. With a large number of data elements in both 
the sets, performing these calculations in respect of all the 
individual data element pair combinations would require a very 
large number of individual calculations to be performed. 
However, the convolution process can be considerably e^qiedited 
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by using an approximation of the data element intensities 
whereby certain groups of data elements are treated as having 
the same intensity, equivalent to a representative "average" 
value . 

Accordingly, the method of the present invention commences by 
sorting the data elements into a hierarchical structure of 
groups, and Appendix 2 is a pseudo program code for 
constructing such a hierarchy. 

Figure 2 shows an input data set 4 and a further "filter" data 
set 6, both of which constitute single lines in a respective 
image. These data sets are represented as rows of boxes, each 
of which is a data element corresponding to a respective pixel . 
The numbers appearing in the boxes represent the intensities 
of the corresponding pixels, whilst the numbers set out beneath 
the boxes (Nos 0-15 for set 4 and -7 to 8 for set 6) are the 
positional data for the individual data elements. In reality, 
a far larger number of pixels, and hence data elements, would 
be present . 

The individual data elements of the set 4 are arranged into a 
hierarchical set of groups which is depicted by means of a 
binary-tree generally referenced 8, whilst a similar binary- 
tree generally referenced 9 depicts the grouping of the data 
elements of the set 6 into a hierarchical group structure. 

Each node of each tree represents a respective group, and the 
connections between the groups indicate which groups contain 
which. The leaf nodes of the tree (i.e. the bottom of the 
tree) represent the individual data elements. Thus, the 
individual data elements are at level 4 of the hierarchy, and 
each of the groups in level 3 contain a respective pair of data 
elements. For example, the node 10 represents a group which 
contains data elements at positions 0 and 1 in the set 4 . The 
members of each node in level 2 comprise a respective pair of 
adjacent nodes from level 3, so that the nodes at level 2 each 



wo 00/55758 



PCT/GBOO/00762 



9 

contain a respective set of four consecutive data elements. 

Thus, the group depicted by the node 12 contains the groups 14 
and 16 from level 3, and thus also the data elements at 
positions 4-7 inclusive. 

It can be seen from the diagram that each group at level 2 
contains pixels which correspond to a respective region 
constituting a quarter of the image line. The group 
represented by each node at level 1 contains a respective pair 
of groups represented by the nodes at level 2, and therefore 
corresponds to half of the image line. Thus, for example, the 
group represented by the node 18 contains those groups 
represented by the nodes 12 and 20. The tree 8 has a root node 
22 which corresponds to the whole of the image line. 
Similarly, each group at level 3 of the structure represented 
by the tree 9 contains the elements for a respective eighth of 
the image, a respective quarter of the image is contained in 
each group at level 2, half the image in each group at level 
1 and the whole filter image at the group represented by root 
node 24 . 

For each node, there is obtained the following values which are 
representative of the data elements contained by the group 
represented by the node: 

1. The average value of the intensity of the elements (in 
this example the average is the mean average and the average 
values for the nodes at levels 0, 1 and 2 are obtained by 
taking the mean average values of the relevant nodes from the 
level below) ; 

2 . The intensity value of the data elements with the 
maximum intensity value; 

3 . A minimum intensity value equal to that of the element 
with the minimum intensity; 
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4. The start position of the data elements (the position 
of the left-hand data element in this example) ; 

5 . The length of the region represented by the data 
elements . 

The average intensity values have been written into the boxes 
indicating individual nodes in the tree shown in the Figures. 
Thus, for example, the average intensity associated with the 
node 20 is .1, the maximum intensity is .2, the minimum 0, the 
node start position is 0 and the node length is 4 . The data 
stored for each node are represented in Figure 4 and also 
includes data identifying the child nodes (or sub-nodes) i.e. 
those nodes (or data elements if the node is in level 3) from 
the level below to which the node is connected- The maximum 
and minimum values stored in respect of the nodes constitute 
the representative variance values which are used to provide 
a measure of the variation in the values which the convolving 
of the data elements concerned would contribute to the output . 
Depending on the use of the output image, a threshold value, 
referred to as TV, can be calculated such that TV is the 
largest change in intensity of picture elements in the output 
image to which a human viewer is insensitive when the image is 
represented on an output display. 

The convolution of any given pair combination of individual 
data elements of the sets 4 and 6 involves taking the products 
of the intensities of- those elements, and mapping that product 
into an output data domain part of which is shown at 26 in 
Figure 3 . The address of the output domain into which the 
product is mapped is determined by taking the position of the 
relevant data element from the set 4 and displacing it by an 
amount determined by the position data for the element in the 
set 6. For example, the convolution of the data elements 28 
(from set 4) and 30 (from set 6) will give a product of 
10x1 = 10, and this will contribute to the value at the address 
5 (i.e. 5x7) in the set 26. The final value at the address 
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5 of the set 26 will be the sum of all the products which are 
mapped to that address. The product contribution for the 
elements 28 and 30 is indicated by the notation I (4 , 5) *F (4 , 7) , 
and a similar notation is used to indicate the contributions 
of other node pairs in the data sets. The notation can be 
generally represented as I (a, b) *F (c , d) where: 

I indicates the input data set 4, 

F indicates the filter data set 6, 

a and c represent the respective levels (0-4) of the 
node , and 

b and d represent the number of places (from 0 to the 
total number of nodes at the level -1) from which the 
node is spaced from the left side of the level . 

Some products will be mapped into other addresses in the data 
set, but these are not of interest (for example because they 
lie outside the required output image) . 

The procedure by which the method determines which of the 
elements can be represented by average values in the 
convolution calculations will now be described. 

Firstly, the two root nodes 22 and 24 are compared by 
calculating the difference between the product of the maximum 
element values of the nodes 22 and 24 and the product of the 
minimum element values for the nodes. This is then compared 
with the threshold TV. If the difference is less than the 
threshold, only at most two average values, one for each set 
would be needed to represent the intensity values of all the 
data elements. In the present example, the threshold is set 
at an appropriate level between 1 and 9, and is exceeded by 
said difference, which in this case is 10. 

It is then determined whether the data elements represented by 
the two nodes would only contribute to the portions of the 
output data set outside the zone of interest (address is 0-15) . 



wo 00/55758 



PCT/GBOO/00762 



12 

This is achieved using the node start positions and lengths, 
and since the nodes 22 and 24 represent the whole of the data 
sets 4 and 6, all of the addresses of interest in the output 
data set 2 6 will be contributed to by products of data elements 
represented by the two nodes . 

Accordingly, the comparison of the nodes 22 and 24 in this case 
will determine that intensity values cannot be approximated, 
nor can combinations be disregarded at this level, and the 
comparison of nodes proceeds to the next stage. 

This involves the comparison of the node 22 with each of the 
two nodes 32 and 34 in the tree 9 in the same way as discussed 
above . 

In this case, the comparison will determine that neither 
average values for the elements represented by the node 
combinations (22 and 32, 22 and 34) can be used, nor would the 
contributions of the product pairs of those data elements lie 
wholly outside the addresses of interest in the output set. 
If this were not the case, however, then the comparison with 
all of the sub-nodes of the node pair in question need not 
occur since average values can be used for all of the data 
elements or of the product contribution of the pairs of those 
elements do not have to be considered. 

Accordingly, if, for example, all of the data elements 
represented by the - node 32 were of zero value, then a 
comparison of the node 22 (or any of its sub-nodes) with any 
of the nodes 36, 38, 40, 42, 44 and 46 is not required. 

This process continues until the node 22 has been compared 
against all the necessary nodes in the tree 9 (including the 
data elements in the set 6) . 

Each node in the level 1 is then compared with those nodes 
(starting from the top) of the tree 9 which have not already 
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been ruled out by the previous comparison (s) , and this process 
is repeated as necessary for all the other nodes in the tree 
8, so that each node in the tree 8 is compared against those 
nodes in the tree 9 which have not already been ruled out from 
further comparison (as a result of the comparison with higher 
level nodes in the tree 8) . 

An alternative threshold test to determine whether average data 
element values can be used in the convolution of data element 
groups represented by two given nodes (Nodel, Node2) is as 
follows : 

pyramidMultiplier x {maxNodel x maxNode2 - meahNodel x 
raeanNode2) < Thresholdl 

Where "pyramidMultiplier" is the length {i.e. the number of 
data elements) of the shorter of the two nodes, or the length 
of both nodes if they contain the same number of elements, 
maxNodel/ 2 is the maximum value of any data element contained 
in the node and meanNodel/2 is the mean value of the data 
elements in the node. 

If the comparison of a given node with another node or data 
element determines that the elements represented by said given 
node can be represented by an average value, it is then 
determined whether that average value can be approximated to 
zero . 

Using the notation mentioned above, this can be done with the 
following formula: 

meahNodel x meanNode2 x pyramidMultiplier < threshold2 

It will be appreciated that, if either Nodel or Node2 is a 
single data element, its mean will be the value of that data 
element, whilst the pyramidMultiplier will be 1. 

In the present example, threshold2 is 0.12, 
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However, this approach is not university correct as it does not 
consider the worst case scenario in which all the highest value 
data elements in the node{s) conspire to contribute to the 
highest valued output contribution. Thus, an alternative 
approach would be to apply the formula: 

MaxNodel x maxNode2 x pyramidMultiplier < threshold 

If zero can be used as an average value for the convolution of 
one group of data elements with another, then that convolution 
merely involves mapping the zero data values from the 
convolution of those two groups into the appropriate locations 
of the output data set . 

In the example shown in Figure 2, some of the data elements can 
be represented by average values, in some cases zero, whilst 
certain other data elements have to be convolved directly. 

For example, the comparison of the nodes 50 and 32 reveals not 
only that the variance of the data elements represented by 
those nodes (i.e. the elements at 12 and 13 of the input data 
set and those at -7 to 0 of the filter set) is below the given 
threshold, but also that the average for the node 50 is 0 so 
that the product of the data elements 12 and 13 in the input 
set with the data elements -7 to 0 in the filter set will 
always be 0, and it is thus not necessary explicitly to perform 
the product calculation. Thus, in Figure 3, the convolution 
product I (3, 6) *F (1,0) resulting from the convolution of the 
nodes 50 and 32 is shown as a series of 0 values which start 
at address 5 and extend to address 15. 

I (2, 0) *F (2 , 3) is a case where the node pair product (for the 
nodes 20, 52) is approximately 0, i.e. less than the prescribed 
threshold value. Again, the convolution of the data elements 
represented by those two nodes does not contribute to the 
output value of the data set 2€. 

Convolution I (2 , 2) *F (2 , 0) is the case where the values 
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represented by a node pair 54 and 36 are constant so that they 
can be represented as single values (average values would also 
be applied if the data elements contained in each node were not 
of a constant value, but exhibited sufficiently little 
variation in value) . In this case, the output contribution can 
be calculated using the same product value for each data 
element combination. As can be seen from Figure 3, the 
convolution of those two nodes produces a data set in which the 
values rise from a minimum of .3 to a peak of 1.2 and then 
descends back to a minimum of .3. The reason for this 
variation is that the product of some of the pairs of data 
elements map into the same addresses in the output data set and 
therefore accumulate. For example, the elements 58 and 60 
provide a product which is mapped into the address 62 as do the 
elements 64 and 66. 

I (2,3) *F(2,3) , produces a product which is out of range with 
respect to the domain of the output data (since the lowest 
address into which the results of that convolution will be 
mapped is 17) , and this convolution can therefore be 
disregarded. 

I (4 , 5) *F (4 , 7) is a case where, due to high local variance in 
both input and filter nodes, we have to traverse all the way 
down to the leaf nodes so that the individual data elements 
need to be convolved in a conventional way. 

It will be appreciated that, although the method has been 
described in relation to one -dimensional data sets, it is also 
applicable to other data sets, for example data set defining 
a two-dimensional image and filter. 

A description of a further example of a method in accordance 
with the invention is set out below. 

As before, input data are transformed into hierarchical form 
and the convolution then proceeds by the following Recursive 
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Decent Procedure (RDP) . The RDP is initially executed with the 
highest node in the first input data set referred to as Node 
A and the highest node in the second input data set, referred 
to as Node B, according to the following steps: 

1 . If the absolute product of the Node Average Element 
Values of Node A and Node B will produce a total result in the 
output smaller than the threshold value TV, then in this case 
the execution of the procedure is complete which has the effect 
that Node A is not subsequently tested with sub-nodes of Node 
B and Node B is not subsequently tested with sub-nodes of Node 
A. 

2. If the position and length of Node A and Node B are 
such that the result of their convolution would only change the 
intensity of elements which are less than the minimum position 
in the output data set or greater than the maximum position in 
the output data set (that is the domain of the output of the 
convolution would not overlap the domain of the output data 
set) , then in this case the execution of the procedure is 
complete which has the effect that Node A is not subsequently 
tested with sub-nodes of Node B and Node B is not subsequently 
tested with sub-nodes of Node A. 

3. If the difference in intensity between the Node A MAXEI 
and the Node A MINEI is less than TV and the difference in 
intensity between the Node B MAXEI and the Node B MINEI is less 
than TV, then in this case Node A and Node B are convolved 
directly by a suitable known method for the convolution of 
constant areas, for example as described by the pseudo program 
code in Appendix 3 using the simplifying assumption that the 
intensity of the elements in the regions described by Node A 
and Node B are constant, after having convolved an 
approximation of the Node A and Node B image data the execution 
of the procedure is complete which has the effect that Node A 
is not subsequently tested with sub-nodes of Node B and Node 
B is not subsequently tested with sub-nodes of Node A. 
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4. If the Node A Node Length is greater than the Node B 
Node Length then in this case the RDP is executed first with 
the lower position sub-node of Node A and Node B, subsequently 
with the higher position sub-node of Node A and Node B. 

5. If the Node B Node Length is greater than the Node A 
Node Length then in this case the RDP is executed first with 
the lower position siab-node of Node B and Node A, subsequently 
with the higher position sub-node of Node B and Node A. 

6- If the Node A Node Length and the Node B Node Length 
are the same and the Node A Node Length is greater than 1 (i.e. 
Node A is not a sub-element leaf Node) then in this case the 
RDP is executed first with the lower position sub-node of Node 
A and Node B subsequently with the higher position sub-node of 
Node A and Node B. 

If neither candidate pair is rejected or the convolution is 
performed directly, then each candidate is not tested further 
with sub-nodes of the other candidate. This procedure is 
achieved by a suitable method, for example as described in the 
pseudo program code in Appendix 4 . 

7. Once all invocations of the RDP are complete the 
output pixel elements have been calculated and the convolution 
is complete. 

A sample implementation of the method according to the 
invention written in the C programming language is shown in 
Appendix 1 and the effect of this implementation on two example 
input lines in Figure 5, 6.1 and 6.2 is shown at 6.3. In 
practice, the method could be performed on any suitable 
programmable computer programmed in accordance with the listing 
set out in Appendix 1 . One example of such a computer is a PC 
having at least 32 MBytes of RAM and a microprocessor having 
a clock speed of at least 166 MHz. 
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An extension of the method in accordance with the invention 
would be to apply the method to data with higher 
dimensionalities for example to the convolution of 2D images 
represented by the known quad- tree representation or to the 
convolution of data sets with differing dimensionalities, for 
example line and 2D image convolution. 

A further extension of the method in accordance with the 
invention would be to test candidate pairs in the convolution 
for their effect on the image with respect to the output 
intensity already accumulated in the output image. For 
example, if the output at a given location in the output image 
was fully saturated (that is the output intensity has reached 
some notional maximum value beyond which additional intensity 
is not usefully represented) then the candidate pair could be 
rejected at that stage. Similarly the threshold which 
determines whether a candidate pair is important in the output 
can be varied depending on the output value already 
accumulated, so that for example if the output at a given 
location is already at high intensity convolutions which would 
provide a relatively small addition in intensity to that 
location are rejected. 

A further extension of the method would allow differing 
representation of the data at each level in the hierarchy and 
during a pre-process that representation which produced regions 
with the lowest variance would be selected. For example, when 
performing a 2D convolution a two-way sub-division could be 
used so that each non-element node has two sub-nodes describing 
two halves of a square, wherein the axis of division (e.g. 
vertical or horizontal) is chosen to minimise the variance of 
the intensities described by said sub-nodes. 

In a further extension of the method the output image could 
also be represented hierarchically so that determining the 
average intensity already accumulated in a region can be done 
efficiently. 
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The methods according to the invention place no restriction on 
the exact size of the data sets and can perform non-periodic 
convolution without explicit zero-padding of the data. This 
is generally not the case for Fourier based methods. It is 
also worth noting that methods according to the invention are 
based in the (mathematically) real domain whereas Fourier based 
methods are inherently based in the complex domain. 
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A?pen<aix I 

int iiuinber_of_elements = 8j 
inn 2ii:inber_of_lavals = 4; 
inn elenient_poincer; 

rloac inout_linel[0.0, 0.0, 0.0. 5.0. 4.0, 1.0. 1.0. 1,0!; 
float in^>ut_line2tl.O. 2.0, 2,0, 1-0, 1.0, 1.0. 1.0. 1.0]; 
floac oiitput_line[0.0, 0.0, 0.0, 0.0. 0.0, 0.0, 0.0, 0.03; 

typadef struct. nod&_eleinen.t { 
int position; 
i:it length; 
float max_value; 
float min_yalue; 
float average_value; 
. rjode_slei:iSnt *childl; 
nods_eiement *child2; 

iiods._eleip.en.t *-irake_noda ( int number, int position) ( 
node_el ement * node ; 
node = alloc (sizeoE (node_element) ) ; 
node->p03icion = position; 
node->l5ngth length.; 
if (n-o-Tiber == 2) { 

if (input_line [position] > input_line(-position+l] ) { 
noda->inax;_value = input_line [position) ; 
node->min_value = input_line[position*ll ; 
) else { 

ncds->nia>;_value = input„line[position+l] ; 
noae-?-nu.n_value = inpuc_lina [position] ; 

} 

node_averagre = (n.ode->Eiax_value + node->niin_valu€;3 / 2; 
) else [ 

node->childl » jnaJce_nodes (number /2 , position); 
noa'=->child2 = inake_ROdes (number /2, position + number/2} ; 

} 

return (node) ; 

} 

ge~„st£.ts (node_elen!Qnt *node) ( 
ir (r.oda->childl != iJUl-L)- { 
get_.stats (node->childl} ; 
get_stats (noda->child2) ; 

norja->ave.rags = (node->childl->average + node-.>ciiiid2->avera.gcV / 2.0; 
if !riOcla->childl->-5iiax_value > node->child2->inax_vaitie) { 

r!ode->rr.ax_vaiue! -- node->childl->niax_vaiue; 
} else { 

noda->inax_value = node->child2->ma3c_val'ue; 

it iRc.'ds->Ghildl->itd.R_value < noda->cnild2->inin_varue> { 

r.ode->min__-y-aiue = node->childl->min_value; 
} else C 

nade->min„-'/alue = node->child2->inin_v£lue; 

} 

return ( ) ; 
return {) ; 
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initialise_struccures (node„el6ment *top_node) { 
top_node = niake_nQdes {niiEiber_of_elenieiits, D) ; 
get_stats (top_no<3e) ; 

} 

void, convolve (noae_eIerient *nodel, node_elenient *nod«2) { 
int 

iStart, 
iEnd, 
i , 

/* deaiarkation o£ resultant convolution regions */ 
spanLen = nc";i6l->length + node2->length - 1, 
constLen = aos (nodel->length - node2-> length) + 1, 
slopeLen = (spanLen - constLen) »1, 
xConvStart = nodel->positxon + noda2->positioa, 
XConvEnd + xConvStart + spanLen; 

float 

valProduct = nodel->average__value * node2->average_value; 

overlapLen = 0; /* zero to catch none-overlap cases */ 
if CxConvStart < 0) { 

if (xConvSnd >= numBlements) 

^erlapLen = numElements; 

else 

overlapLen = xConvSnd; 
> else ( 

if (xGonvEnd nAimEleinencs } 
overlapLen = numElements - xConvScart; 
else 

overlapLen = spanLen; 

} 

/* accumulate left slope »/ 

iStart = (XConvStart < 0) ? 0 : xConvStart; 

iEnd =t XConvStart + slopeLen > numElements) ? numElcaents : xConvStart + 
slopeLen; 

for (i=iStart; i<iEnd ; i++) ; 

OUtput_line[il +•= (float) (i - xConvStart) »valProduct; 

/* accumulate constant section */ 

iStart ~ (xConvStart + slopeLen < 0} ? 0 : xConvStart + slopeLen; 

iEnd = xCoavEnc - slopeLen > nmuElements) ? numElements : xConvEnd - slopeLaa; 

for- fi=iSCart; i<iEnd ; i++) ; 

output_line[i3 *= (floac) (slopeLen + 1) 'valProduct; 

/*■ accumulate right slope */ 
is tart = (xConvEna - slopeLen < 0) ? 0 : xConvEnd - slopsLen; 
iEnd - icConvEnd > nuraElements ) ? numElaments : xConvSnd - sloosLen; 
f or c i^iStart ; i<i5nd ; i++) ; 

outpUC^line'i] += (float) (xConvEnd - 1) *val?ro<5uct; 



teEt_cand.ids.ces{ncd^l, nods2) { 

/* testl return if the absolute level of intensity at this level is lov? */ 
if { (nodel->avsra<j2 * node2->avsrage) < avsra9e_threshOldi 
re turn () ; 

/* testa return if the result falls outside the domain of the outout */ 
if { Cnodel->posii:ion - node2->position - half_,length) > nuiaher_oflelements) 
return C ) ; 
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if ( (nodel-^position + noclel->length + iiode2->position + node2-> length - 
half_lengt:h) < 0) 
recurn ( ) ; 

/* test3 convolve directly if tine variance is low */ 
if {nodel->iidrs_value < node2->rain_value ) { 

min_value = nodel->min._value; 
} else [ 

min_value = node2->Eiiii_value; 

) 

if (nodel->max_value > node2 ->raax_valxie ) { 

icax^value = nodel->raax_value ; 
} else { 

niax_value node2 ->3Rax_value ; 

if ( (max_value - min^value) > variance^ threshold) { 
convo Ive (nodel , node2 ) ? 
return ( > : 

> 

if (nodel->childi != NULL) [ 

cesc_candidates {nodel->childl , node2 ) ; 
test_can<3i dates (nodel ->child2,node2) ; 

} 

if (nQde2->childJ. != NULL) C 

tesc_caiididates (nodel, node2->childl) ; 
test_candidates {nodel, node2->child2) ; 

> 

rstum{) ; 



initiali3e_st:ructTires (top_podel) ; 
initialise^structures {top_node2) ; 
tast_candidates ( topjiodel , top_node2 ) ; 
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ast:_st.ats (nods_sleffexic '■nods} { 
if (Ttod^->childl UVLL} ( 
gst_st:ats (ncd&->chil<Jl) t 
crec_stats iiiode->chHd2 } ; 

:iods->avazrsffs - (aode->childl->sversg'e + iiode->chiid2->av3rasr£; / 2.0,- 
if (:^ad<3->chlld2->maj<_Vtilue > node->chi2d2->jr.a:<_valu3) { 

ncds->S!SX_valV8 - nods->childl->:a&x^va.lv.e! 
} else ( 

nodB->!TiZ2<_value = i2ode->child^->r'«ajc_valua/ 

{nodG->c'aildl->ndj2^va.lue < iiode-><rhild2->su.n_valus} { 
z!ode->silix„value = nod3->childl->rnln_va.lue; 
} else { 

nod«->fliin_vaIrifi = ziode->child2 ->rnir._vsliiB; 

} 

r&curn(} / 

} 

re cum (J ; 

} 

iiiltialise_structiires{nade_elem3nz *cop_nods) { 
Zop_nade msike^odes (nuirt)er_of_elsmeiits , Q) ; 
get_sta ts { ccp_nodei ; 



in±tia.liss_szmctiizss (tap_jiodel ) : 
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VOJ.-5 aQnvolvs(node_elo!:nsnc *nodsl. r.cde_ela.-.:ar:c *r.ad32} { 
inc. 

iSnd. 
i, 

/* deciarJcacion of resultant convoluticn rsgions '/ 
spai2hen - aod.&l->lsr.gth + node2->lsr^gzh - 1, 
const:L<ZTi ■= sLbs (n.od3l->lGnffth - nads2->laz:gch) *■ X. 
slopeLen = (spazxLen - constLer.)»l, 
xConvStart = ticdel->pasition + nod32->posit±on, 
i£ConvSnd + xConvSiart. + spajiLcn; 

float:- 

valProducc = r.odal->averzge_v&lue * r.ods2->sveracre_vsLlue; 

over lapien - 0; /* zero to catch nona-ovarlap cases */ 
±flxConvSt&rt < 0) { 

iffxConvEnd >= rmoElements) 

over J, apian = nxxoElemsnts : 

else 

cr^erlspLen = xConvSnd; 
} else { 

i £ (xConvEnd >= nvatSlomeatis ) 

overlapLen = niimSlements - y.ConvSt.a.2:z.; 

els3 

overlzpLsn = spanLen; 

} 

/* accumulate Is ft slope */ 

- {XConvStart < 0) 10: xConvStart/ 
xSnd = xConvStart * slopeLen > nwESlements) 7 uuraElesienr-sr :<CoT."£t:ar'z + 
slopeLen; 

£or(i=iStart; l<iSnd ; i-t-i-) ; 

oucput_Ii-iej'i; += (float) (i - xCcnvSuart) ^valProduct; 

/* accanmlaCe cans can C seccion */ 

iScart = (xConvStart + slopeLen < 0} ? O : xConvStart + slapehen: 

iSnd - xCcnvEzid - slopeLea > nmaElen:en.ts ) ? ziussSlesisiits : :<Cvn\''Sr.d - sieptsl-ac, 

for fi=i5carc; i.<iSnd ; i+-f-} ; 

cutpiit_line[i} += (float) (slopeLsn ■•- 1) *valProduct; 

^ccviavls-te -i-jht slope */ 
iSttirt = (xCcv.vEr.i - slopeLen < 0', 7 0 : KCor.v.End - slcpsLsz-ij 

lEild - xCCi2-.'-E:id 3-arn3.'Ie3s:en£:3,' ? nuniils.-neiics : JcCoJivSnd - sloj::£:!:.-siz: 
^r^ru'ii'tarc; i<iEr:n ; / 
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APPENDIX 4 If either candidate pair is rejected or convolution is performed 
directly then each candidate is not tested further v<7ith sub-nodes 
of other candidates 

zast._caz:dida.tes (nodsl, nods2) { 

/* caszZ rstorn if the absolute level of xncsnsity ac chls iaval iir low */ 
if ^ fnodeI->averas'e * noc2e2->avejrage; < s."eragB_thj:szhol'3.] 
re turn i';; 

/* tests rstur.n if th^ xesMlz. falls oxxcside the domain of the output */ 
if ( (nod£l->pasitic:^ - nods2->position - ha.lf_ler.gchj > ntrnbsr_o£_elen:er!ts, 
racumO ; 

If ( {iiodal->pos^itian + nodel--> length + rLcde2->posit2.on + ncde2'>le:ig'c.'i - 
li.s.l£_length) < G) 
rstumO; 

/* tests convolve directly if the vazrissics is low */ 
if (nodel->irjin_valxi& < node2->iain_vcLlvie } { 

xdju^value - nodei ->inia_ value / 
} else { 

xnia_ value = ziode2->nu.n_vAlae; 

if {ncdel->isajcjvalue > nods2'>raax_value ) { 

zaax^valus = ziadel->inajc_value; 
} else { 

zp.sx_va.lue = siod'32—>niax_v£tlue; 

) 

if fCjr^x^ value - value; > variance^thz-eshold) { 

convolve (nodel .. noda2) ; 
rscurr: () / 

/ 

if (riod^l'>childl 1= NUI.L) { 

test_C£>ndidates (ncdel->chxldl,node2) ; 
^esc_C£uzdida.tss (zjcdsl ->child2, nodeS) ; 

} 

if (ncds2->childl tiULL) { 

i'-esc_c,andi dates frzodel , node2->chiJ.<31} ; 
test^candidatss {iiodsl , node2->child2 } : 

} 

setnrc (J ; 
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Claims 

1 . A method of convolving an input data set with a further 
data set, each of the sets containing a plurality of data 
elements, by performing convolution calculations mathematically 
to combine the values of the data elements of the two sets and 
to map the results into an output data set, the method 
comprising the steps of : 

(a) Arranging the elements of each of the input and 
further data sets into a respective set of groups ; 

(b) For each group, obtaining at least one variance value 
representative of the range of values of those elements; 

(c) Determining for which, if any, pair combination of 
groups, one from each set, the results of convolution 
calculations based on average values for at least one of the 
groups in the pair would not differ significantly from the 
results of convolution calculations based on the individual 
values of the data elements contained in both groups of the 
pair, and obtaining and using the average value or values in 
the convolution calculations for the combinations of data 
elements for those pairs by treating the values of all the data 
elements in the or both groups as being constant and 
substantially equivalent to the average value for their group; 

(d) Basing the qonvolution calculations for the remaining 
pair of combinations of groups, if any, on the individual 
values of data elements contained therein. 

2. A method according to claim 1, in which the input data set 
comprises a representation of a perceivable subject. 

3 . A method of processing an image signal by convolving it 
with a further data set by a method according to claim 2, the 
image signal providing said input data set. 
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4 . A method according to claim 2 or claim 3 , in which each set 
of groups is hierarchically arranged, with the members of each 
group at the bottom level of each hierarchical set being 
constituted by the data elements of that set, and the members 
of the or each group in the or each higher level being 
constituted by groups from the level below, so that, the higher 
a group in the hierarchy, the larger the number of data 
elements it contains. 

5. A method according to claim 4, in which, in step (c) , the 
groups of each hierarchical set are considered in descending 
order so that any given pair of groups is analysed in 
accordance with step (c) only if it has been determined that 
average values for the higher level groups, which contain the 
members of that given pair, are not to be used. 

6 . A method according to claim 3 , in which the groups 
correspond to regions and siib-regions, each sub-region being 
contained in a region, of the image represented by the input 
data set so that the higher the group in the hierarchy the 
larger the region it represents , 

7. A method according to any of the preceding claims, in 
which said representative variance values for any given group 
may comprise the difference between the maximum and minimum 
values of the data elements contained therein, and the elements 
contained in the group are all treated as being of the same 
value, equivalent tp their average, for the convolution 
calculations if the difference is less than a threshold. 

8. A method according to any of claims 1 to 6, in which the 
representative variance values for each group comprise the 
maximum and minimum values of data elements contained thereby, 
and the elements of each group in any group pair combination 
are all treated as having the same value, the average value, 
if the difference between the products of the maximum values 
and the products of the minimum values of the two groups is 
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below a threshold. 

9 . A method according to claim 7 or claim 8 , in which the 
input data set is representative of an image, and in which the 
threshold is that value below which there would be no 
perceivable variation in the portion of the output data created 
by convolving the two groups . 

10. A method according to- claim 9, in which the method 
includes the step of modifying said threshold, after the data 
sets have been partially convolved, independence on the 
portions of the output data set already created' by the partial 
convolution . 

11. A method according to any of the preceding claims, in 
which for each pair combination of sets for which it has been 
determined that convolution calculations based on average 
values would not differ significantly from calculations based 
on the individual values of the data elements contained in 
those groups, the method includes a further step of treating 
the value of all the elements in both groups as zero if the 
products of the averages for the two groups is below a given 
threshold. 

12. A method according to claim 11, in which that threshold 
is also modified in response to output data already obtained. 

13. A method according to any of the preceding claims, in 
which only a region of the output data set is required, and the 
method preferably includes the additional step of determining 
which of the groups contain data elements, the convolution 
calculations on which will produce a result outside said region 
in the output data set, and discarding those groups. 

14. A method according to claim 13, in which said additional 
this step is performed before step (c) . 
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